
 

  MP5 - CAP MOUNTING, Spherical Bearing                ISO 6022  Mill Series 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

CYL 
BORE 

ROD 
MM 

KK A VE WF D EE EW CD 
MR 
max 

L XC Y LB Z 

50 
32 

M27 x 2.0 36 29 47 50 G1/2 32 32 40 40 305 98 218 

4° 

36 

63 
40 

M33 x 2.0 45 32 53 57 G1/2 40 40 50 50 348 112 245 
45 

80 
50 

M42 x 2.0 56 36 60 70 G3/4 50 50 63 63 395 120 272 
56 

100 
63 

M48 x 2.0 63 41 68 82 G3/4 63 63 71 71 442 134 303 
70 

125 
80 

M64 x 3.0 85 45 76 100 G1 80 80 90 90 520 153 354 
90 

160 
100 

M80 x 3.0 95 50 85 130 G1 100 100 112 112 617 185 420 
110 

200 
125 

M100 x 3.0 112 61 101 150 G1_1/4 125 125 160 160 756 220 495 
140 

250 
160 

M125 x 4.0 125 71 113 195 G1_1/2 160 160 200 200 903 257 590 
180 


